
CL

CL

6 mm

Remove all material
from this area

27.5 mm

3.5 mm

2.0 mm wall
thickness

3.0 mm wall
thickness

7 mm

25°

Drill 1.5 mm diameter hole
8 mm deep on reverse side
and tap for an M2 x 6 mm
countersunk screw

7 mm

FRONT VIEWSIDE VIEW

BOTTOM VIEW

front face

rear face

4 mm

9 mm
3.5 mm diameter
through hole for wires

41.5 m
m

Material: PVC rod painted black

Photos showing unpainted finished item

M2 x 8 mm
tapped hole
on back face

11 mm

Elevation LED Indicator Piece 1 - optional



CL

CL

6 mm

27.5 mm

25°

Drill 2.0 mm diameter
through hole and
countersink for M2
screw on reverse side

7 mm

FRONT VIEWSIDE VIEW

BOTTOM VIEW

41.5 m
m

1.0 mm

1.0 mm

Material: PVC rod painted black

Photos showing unpainted finished item

Elevation LED Indicator Piece 2 - optional

Assembly: Screw this piece into rear of Piece 1 using an M2 x 6 mm long countersunk screw



Material: PVC rod painted black

Elevation LED Indicator Piece 3 - optional

CL

CL

6 mm

26.0 mm

FRONT VIEWSIDE VIEW

BOTTOM VIEW

Assembly: Glue this piece onto front of Piece 1 aligning the 2 outer edges together

12 through holes, 3.0 mm
diameter on a 73.3 mm PCD
at 8.18° separation

8.18°

41.5 mm

2.5 mm

2.5 mm

Photos showing unpainted finished item


