TRAY3: Template is not used on top of TRAYZ
/ Flip TRAY3 over then use Template to 3-Punch
@ / then 11/16" Farstener to 3/8" depth for Round Threaded Tenan
/ TRAY3: After 3/8" bolt hole from other side comes through use beveled
countersink for Flat Head Socket to be flush with surface

_—— Place 1/4" ply in these slots for TRAY3 Right/Left Alignment

Top Surface TRAY2: Use 3-Punch then
11/16" Forstener for Round Threaded Tenon

/ Place 1/4" ply in slots for TRAY2 Right/Left Alignment

AN TRAY2: Template is NOT used on Top of TRAYL

TRAY2: Template is NOT used on Top of TRAY1 Battom: Flip TRAY2 over. Use 3-Punch then
Battom: Flip TRAYZ over. Use 3-Punch then \ Forstener for Round Threaded Tenon
Farstener for Round Threaded Tenon : After 3/8" hale from battom use beveled countersink
Top: After 3/8" hole from bottom use beveled countersink for Flathead Socket
for Flathead Sacket

~— Not used on TRAYZ

TRAY1 - Align Guide flush to TRAY
Top Surface TRAY1: Use 3-Punch + Forstener for Round Threaded Tenon
Underside: After 3/8" hole from top comes through use beveled
countersink for Flathead Socket

Top Surface TRAY1: Use 3-Punch + Forstener for Round Threaded Tenon —
Underside: After 3/8" hole from top comes through
use beveled countersink for Flathead Sacket

= TRAY1- Align template with Right and Left ends

__—— Top surface TRAY1: Optional 3-Dimples + 3 Forstener

Top Surface TRAY1: Optional 3-Dimples + 3 Forstener —————
for optional TRAYS Wings

for optional TRAYS Wings
Not Used Here ————— Not Used Here

—— TRAY1- Align Guide flush to front of TRAY

Top Surface TRAY1 - Countersink + 1/8" Pradrill —
for GRK into FRONT - Repeat on BACK

—— Top Surface TRAY1 - Countersink +1/8" Predrill
for GRK into FRONT - Repeat on BACK

R — Top surface TRAY1 - Countersink + 1/5" Predrill
Top Surface TRAY1 - Countersink + 1/8" Predrill for GRK into FRONT - Repeat on BACK

far GRK into FRONT - Repeat on BACK

———— FRONT/BACK - Align Template L&R Edges

BACK/FRONT - (2 Each Corner) Punch then 3/8" Forstener Countersink ——
to 3/8" depth then 1/8" drill bit ta predrill for GRK
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— FRONT/BACK - Alignment



